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SKF Classical Timing Belts
XL

Non-standard lengths may also be available .
To complete designation, add three digits for belt width in 1/100th of an inch; e .g . for a 1/4” width add 025 or for a 3/8” width add 037 .
Full sleeves are available, in various widths . Please contact your SKF Authorized Distributor .

Section Number of  
teeth

Dimensions Designation
Pitch length

h1 h2 A B p C a

– – in . mm ° –

XL 22 4,40 111,76 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 44-XL- . . .
28 5,60 142,24 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 56-XL-…
30 6,00 152,40 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 60-XL- . . .
35 7,00 177,80 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 70-XL- . . .
36 7,20 182,88 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 72-XL-…

37 7,40 187,96 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 74-XL-…
38 7,60 193,04 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 76-XL- . . .
40 8,00 203,20 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 80-XL- . . .
41 8,20 208,28 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 82-XL- . . .
42 8,40 213,36 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 84-XL- . . .

43 8,60 218,44 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 86-XL-…
44 8,80 223,52 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 88-XL- . . .
45 9,00 228,60 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 90-XL- . . .
46 9,20 233,68 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 92-XL- . . .
47 9,40 238,76 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 94-XL- . . .

48 9,60 243,84 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 96-XL- . . .
49 9,80 248,92 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 98-XL- . . .
50 10,00 254,00 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 100-XL- . . .
51 10,20 259,08 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 102-XL- . . .
52 10,40 264,16 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 104-XL- . . .

53 10,60 269,24 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 106-XL- . . .
54 10,80 274,32 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 108-XL- . . .
55 11,00 279,40 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 110-XL- . . .
56 11,20 284,48 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 112-XL- . . .
57 11,40 289,56 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 114-XL- . . .

58 11,60 294,64 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 116-XL- . . .
59 11,80 299,72 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 118-XL- . . .
60 12,00 304,80 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 120-XL- . . .
61 12,20 309,88 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 122-XL- . . .
62 12,40 314,96 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 124-XL- . . .

63 12,60 320,04 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 126-XL- . . .
64 12,80 325,12 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 128-XL- . . .
65 13,00 330,20 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 130-XL- . . .
66 13,20 335,28 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 132-XL- . . .
67 13,40 340,36 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 134-XL- . . .

68 13,60 345,44 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 136-XL- . . .
70 14,00 355,60 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 140-XL- . . .
71 14,20 360,68 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 142-XL- . . .
72 14,40 365,76 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 144-XL- . . .
73 14,60 370,84 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 146-XL- . . .

74 14,80 375,92 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 148-XL-…
75 15,00 381,00 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 150-XL- . . .
76 15,20 386,08 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 152-XL- . . .
77 15,40 391,16 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 154-XL- . . .
78 15,60 396,24 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 156-XL- . . .

80 16,00 406,40 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 160-XL- . . .
81 16,20 411,48 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 162-XL- . . .
82 16,40 416,56 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 164-XL- . . .
83 16,60 421,64 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 166-XL- . . .
84 16,80 426,72 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 168-XL-…

85 17,00 431,80 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 170-XL- . . .
86 17,20 436,88 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 172-XL- . . .
88 17,60 447,04 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 176-XL- . . .
89 17,80 452,12 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 178-XL-…
90 18,00 457,20 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 180-XL- . . .

91 18,20 462,28 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 182-XL- . . .
92 18,40 467,36 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 184-XL- . . .
93 18,60 472,44 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 186-XL-…
94 18,80 477,52 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 188-XL- . . .
95 19,00 482,60 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 190-XL- . . .
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SKF Classical Timing Belts
XL

Non-standard lengths may also be available .
To complete designation, add three digits for belt width in 1/100th of an inch; e .g . for a 1/4” width add 025 or for a 3/8” width add 037 .
Full sleeves are available, in various widths . Please contact your SKF Authorized Distributor .

Section Number of  
teeth

Dimensions Designation
Pitch length

h1 h2 A B p C a

– – in . mm ° –

XL 96 19,20 487,68 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 192-XL-…
97 19,40 492,76 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 194-XL- . . .
98 19,60 497,84 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 196-XL- . . .
99 19,80 502,92 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 198-XL- . . .
100 20,00 508,00 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 200-XL- . . .

101 20,20 513,08 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 202-XL- . . .
103 20,60 523,24 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 206-XL- . . .
104 20,80 528,32 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 208-XL- . . .
105 21,00 533,40 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 210-XL- . . .
106 21,20 538,48 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 212-XL- . . .

107 21,40 543,56 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 214-XL- . . .
109 21,80 553,72 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 218-XL-…
110 22,00 558,80 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 220-XL- . . .
113 22,60 574,04 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 226-XL-…
114 22,80 579,12 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 228-XL- . . .

115 23,00 584,20 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 230-XL- . . .
117 23,40 594,36 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 234-XL- . . .
118 23,60 599,44 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 236-XL- . . .
120 24,00 609,60 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 240-XL- . . .
124 24,80 629,92 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 248-XL- . . .

125 25,00 635,00 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 250-XL- . . .
128 25,60 650,24 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 256-XL- . . .
130 26,00 660,40 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 260-XL- . . .
132 26,40 670,56 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 264-XL-…
135 27,00 685,80 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 270-XL- . . .

137 27,40 695,96 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 274-XL-…
138 27,60 701,04 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 276-XL- . . .
140 28,00 711,20 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 280-XL- . . .
141 28,20 716,28 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 282-XL- . . .
143 28,60 726,44 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 286-XL- . . .

145 29,00 736,60 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 290-XL- . . .
150 30,00 762,00 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 300-XL- . . .
152 30,40 772,16 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 304-XL- . . .
153 30,60 777,24 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 306-XL-…
155 31,00 787,40 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 310-XL- . . .

158 31,60 802,64 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 316-XL- . . .
160 32,00 812,80 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 320-XL- . . .
161 32,20 817,88 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 322-XL-…
163 32,60 828,04 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 326-XL- . . .
165 33,00 838,20 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 330-XL- . . .

170 34,00 863,60 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 340-XL- . . .
172 34,40 873,76 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 344-XL- . . .
174 34,80 883,92 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 348-XL- . . .
176 35,20 894,08 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 352-XL- . . .
178 35,60 904,24 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 356-XL-…

180 36,00 914,40 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 360-XL- . . .
181 36,20 919,48 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 362-XL-…
182 36,40 924,56 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 364-XL- . . .
186 37,20 944,88 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 372-XL- . . .
188 37,60 955,04 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 376-XL- . . .

190 38,00 965,20 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 380-XL- . . .
192 38,40 975,36 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 384-XL- . . .
195 39,00 990,60 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 390-XL- . . .
196 39,20 995,68 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 392-XL-…
200 40,00 1 016,00 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 400-XL- . . .

206 41,20 1 046,48 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 412-XL- . . .
207 41,40 1 051,56 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 414-XL- . . .
212 42,40 1 076,96 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 424-XL- . . .
215 43,00 1 092,20 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 430-XL-…
216 43,20 1 097,28 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 432-XL- . . .
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SKF Classical Timing Belts
XL  |  L

Non-standard lengths may also be available .
To complete designation, add three digits for belt width in 1/100th of an inch; e .g . for a 1/4” width add 025 or for a 3/8” width add 037 .
Full sleeves are available, in various widths . Please contact your SKF Authorized Distributor .

Section Number of  
teeth

Dimensions Designation
Pitch length

h1 h2 A B p C a

– – in . mm ° –

XL 217 43,40 1 102,36 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 434-XL-…
225 45,00 1 143,00 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 450-XL- . . .
230 46,00 1 168,40 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 460-XL- . . .
240 48,00 1 219,20 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 480-XL-…
245 49,00 1 244,60 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 490-XL- . . .

246 49,20 1 249,68 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 492-XL-…
257 51,40 1 305,56 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 514-XL-…
280 56,00 1 422,40 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 560-XL-…
282 56,40 1 432,56 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 564-XL- . . .
290 58,00 1 473,20 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 580-XL- . . .

306 61,20 1 554,48 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 612-XL- . . .
315 63,00 1 600,20 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 630-XL- . . .
335 67,00 1 701,80 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 670-XL- . . .
336 67,20 1 706,88 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 672-XL-…
343 68,60 1 742,44 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 686-XL-…

355 71,00 1 803,40 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 710-XL- . . .
360 72,00 1 828,80 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 720-XL- . . .
368 73,60 1 869,44 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 736-XL-…
394 78,80 2 001,52 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 788-XL- . . .
430 86,00 2 184,40 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 860-XL- . . .

516 103,20 2 621,28 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 1032-XL- . . .
610 122,00 3 098,80 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 1220-XL-…
650 130,00 3 302,00 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 1300-XL-…
747 149,40 3 794,76 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 1494-XL-…
1 064 212,80 5 405,12 2,30 1,27 2,57 0,38 5,080 0,38 50 PHG 2128-XL-…

L 18 6,75 171,45 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 67-L- . . .
26 9,75 247,65 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 98-L- . . .
29 10,88 276,23 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 109-L- . . .
30 11,25 285,75 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 113-L- . . .
33 12,38 314,33 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 124-L- . . .

35 13,13 333,38 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 130-L- . . .
36 13,50 342,90 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 135-L- . . .
38 14,25 361,95 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 143-L- . . .
40 15,00 381,00 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 150-L- . . .
41 15,38 390,53 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 154-L- . . .

42 15,75 400,05 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 158-L- . . .
43 16,13 409,58 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 160-L- . . .
44 16,50 419,10 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 165-L- . . .
45 16,88 428,63 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 169-L- . . .
46 17,25 438,15 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 173-L- . . .

47 17,63 447,68 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 177-L- . . .
48 18,00 457,20 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 180-L- . . .
49 18,38 466,73 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 185-L- . . .
50 18,75 476,25 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 187-L- . . .
51 19,13 485,78 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 191-L- . . .

52 19,50 495,30 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 195-L- . . .
54 20,25 514,35 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 203-L- . . .
56 21,00 533,40 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 210-L- . . .
57 21,38 542,93 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 214-L- . . .
58 21,75 552,45 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 217-L- . . .

60 22,50 571,50 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 225-L- . . .
62 23,25 590,55 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 232-L- . . .
63 23,60 599,44 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 236-L-…
64 24,00 609,60 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 240-L- . . .
65 24,38 619,13 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 244-L- . . .

68 25,50 647,70 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 255-L- . . .
69 25,80 655,32 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 258-L-…
70 26,25 666,75 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 263-L- . . .
71 26,63 676,28 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 265-L- . . .
72 27,00 685,80 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 270-L- . . .
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SKF Classical Timing Belts
L

Section Number of  
teeth

Dimensions Designation
Pitch length

h1 h2 A B p C a

– – in . mm ° –

L 73 27,38 695,33 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 275-L- . . .
74 27,75 704,85 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 277-L- . . .
75 28,13 714,38 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 280-L- . . .
76 28,50 723,90 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 285-L- . . .
80 30,00 762,00 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 300-L- . . .

81 30,38 771,53 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 304-L- . . .
84 31,50 800,10 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 315-L- . . .
85 31,88 809,63 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 320-L- . . .
86 32,25 819,15 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 322-L- . . .
87 32,63 828,68 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 328-L- . . .

88 33,00 838,20 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 330-L- . . .
89 33,38 847,73 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 334-L- . . .
90 33,75 857,25 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 337-L- . . .
91 34,13 866,78 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 341-L- . . .
92 34,50 876,30 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 345-L- . . .

94 35,25 895,35 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 352-L- . . .
96 36,00 914,40 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 360-L- . . .
98 36,75 933,45 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 367-L- . . .
99 37,13 942,98 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 371-L- . . .
100 37,50 952,50 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 375-L- . . .

102 38,25 971,55 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 382-L- . . .
103 38,63 981,08 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 387-L- . . .
104 39,00 990,60 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 390-L- . . .
105 39,38 1 000,13 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 394-L- . . .
106 39,75 1 009,65 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 397-L- . . .

108 40,50 1 028,70 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 405-L- . . .
109 40,88 1 038,23 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 408-L- . . .
110 41,25 1 047,75 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 412-L- . . .
112 42,00 1 066,80 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 420-L- . . .
114 42,75 1 085,85 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 427-L- . . .

116 43,50 1 104,90 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 435-L- . . .
117 43,88 1 114,43 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 439-L- . . .
119 44,20 1 122,68 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 442-L- . . .
120 45,00 1 143,00 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 450-L- . . .
121 45,38 1 152,53 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 453-L- . . .

123 46,13 1 171,70 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 461-L-…
124 46,50 1 181,10 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 465-L- . . .
128 48,00 1 219,20 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 480-L- . . .
132 49,50 1 257,30 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 495-L- . . .
133 50,00 1 270,00 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 500-L-…

136 51,00 1 295,40 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 510-L- . . .
138 51,80 1 315,72 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 518-L-…
140 52,50 1 333,50 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 525-L- . . .
144 54,00 1 371,60 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 540-L- . . .
148 55,50 1 409,70 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 555-L- . . .

148 54,80 1 391,92 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 548-L- . . .
152 57,00 1 447,80 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 570-L- . . .
153 57,38 1 457,33 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 574-L- . . .
155 58,13 1 476,38 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 581-L- . . .
156 58,50 1 485,90 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 585-L- . . .

160 60,00 1 524,00 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 600-L- . . .
165 61,88 1571,63 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 619-L- . . .
168 63,00 1600,2 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 630-L- . . .
169 63,38 1609,73 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 634-L- . . .
176 66,00 1676,4 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 660-L- . . .
185 69,38 1762,13 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 694-L- . . .

186 69,75 1771,65 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 697-L- . . .
187 70,13 1781,3 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 701-L-…
192 72,00 1828,8 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 720-L- . . .
194 72,75 1847,85 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 728-L- . . .
195 73,13 1857,38 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 731-L- . . .
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Non-standard lengths may also be available .
To complete designation, add three digits for belt width in 1/100th of an inch; e .g . for a 1/4” width add 025 or for a 3/8” width add 037 .
Full sleeves are available, in various widths . Please contact your SKF Authorized Distributor .
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SKF Classical Timing Belts
L  |  H

Non-standard lengths may also be available .
To complete designation, add three digits for belt width in 1/100th of an inch; e .g . for a 1/4” width add 025 or for a 3/8” width add 037 .
Full sleeves are available, in various widths . Please contact your SKF Authorized Distributor .

Section Number of  
teeth

Dimensions Designation
Pitch length

h1 h2 A B p C a

– – in . mm ° –

L 204 76,50 1943,1 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 765-L- . . .
218 81,75 2076,45 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 817-L-…
224 84,00 2133,6 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 840-L-…
228 85,50 2171,7 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 855-L-…
230 86,25 2190,75 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 863-L- . . .

232 87,00 2209,8 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 870-L-…
235 88,13 2238,38 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 881-L- . . .
240 90,00 2286 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 900-L-…
244 91,50 2324,1 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 915-L- . . .
249 93,38 2371,73 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 934-L- . . .

261 98,00 2489,2 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 980-L-…
274 102,75 2609,85 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 1028-L- . . .
306 114,75 2914,65 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 1148-L- . . .
318 119,25 3028,95 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 1192-L- . . .
375 140,63 3571,88 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 1406-L- . . .

378 141,75 3600,45 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 1418-L- . . .
447 167,63 4257,68 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 1675-L- . . .
530 198,75 5048,25 3,60 1,91 4,65 0,51 9,525 0,51 40 PHG 1998-L- . . .

H 29 14,50 368,3 4,30 2,29 6,12 1,02 12,00 1,02 40 PHG 145-H-…
37 18,50 469,9 4,30 2,29 6,12 1,02 12,00 1,02 40 PHG 185-H- . . .
40 20,00 508 4,30 2,29 6,12 1,02 12,00 1,02 40 PHG 200-H- . . .
41 20,50 520,7 4,30 2,29 6,12 1,02 12,00 1,02 40 PHG 205-H-…
42 21,00 533,4 4,30 2,29 6,12 1,02 12,00 1,02 40 PHG 210-H- . . .

44 22,00 558,8 4,30 2,29 6,12 1,02 12,00 1,02 40 PHG 220-H- . . .
45 22,50 571,5 4,30 2,29 6,12 1,02 12,00 1,02 40 PHG 225-H- . . .
46 23,00 584,2 4,30 2,29 6,12 1,02 12,00 1,02 40 PHG 230-H- . . .
48 24,00 609,6 4,30 2,29 6,12 1,02 12,00 1,02 40 PHG 240-H- . . .
49 24,50 622,3 4,30 2,29 6,12 1,02 12,00 1,02 40 PHG 245-H-…

50 25,00 635 4,30 2,29 6,12 1,02 12,00 1,02 40 PHG 250-H- . . .
51 25,50 647,7 4,30 2,29 6,12 1,02 12,00 1,02 40 PHG 255-H- . . .
52 26,00 660,4 4,30 2,29 6,12 1,02 12,00 1,02 40 PHG 260-H- . . .
54 27,00 685,8 4,30 2,29 6,12 1,02 12,00 1,02 40 PHG 270-H- . . .
56 28,00 711,2 4,30 2,29 6,12 1,02 12,00 1,02 40 PHG 280-H- . . .

57 28,50 723,9 4,30 2,29 6,12 1,02 12,00 1,02 40 PHG 285-H- . . .
58 29,00 736,6 4,30 2,29 6,12 1,02 12,00 1,02 40 PHG 290-H- . . .
60 30,00 762 4,30 2,29 6,12 1,02 12,00 1,02 40 PHG 300-H- . . .
62 31,00 787,4 4,30 2,29 6,12 1,02 12,00 1,02 40 PHG 310-H- . . .
63 31,50 800,1 4,30 2,29 6,12 1,02 12,00 1,02 40 PHG 315-H- . . .

64 32,00 812,8 4,30 2,29 6,12 1,02 12,00 1,02 40 PHG 320-H- . . .
65 32,50 825,5 4,30 2,29 6,12 1,02 12,00 1,02 40 PHG 325-H- . . .
66 33,00 838,2 4,30 2,29 6,12 1,02 12,00 1,02 40 PHG 330-H- . . .
67 33,50 850,9 4,30 2,29 6,12 1,02 12,00 1,02 40 PHG 335-H- . . .
68 34,00 863,6 4,30 2,29 6,12 1,02 12,00 1,02 40 PHG 340-H- . . .

69 34,50 876,3 4,30 2,29 6,12 1,02 12,00 1,02 40 PHG 345-H- . . .
70 35,00 889 4,30 2,29 6,12 1,02 12,00 1,02 40 PHG 350-H- . . .
71 35,50 901,7 4,30 2,29 6,12 1,02 12,00 1,02 40 PHG 355-H- . . .
72 36,00 914,4 4,30 2,29 6,12 1,02 12,00 1,02 40 PHG 360-H- . . .
73 36,50 927,1 4,30 2,29 6,12 1,02 12,00 1,02 40 PHG 365-H- . . .
74 37,00 939,8 4,30 2,29 6,12 1,02 12,00 1,02 40 PHG 370-H-…

75 37,50 952,5 4,30 2,29 6,12 1,02 12,00 1,02 40 PHG 375-H- . . .
76 38,00 965,2 4,30 2,29 6,12 1,02 12,00 1,02 40 PHG 380-H- . . .
78 39,00 990,6 4,30 2,29 6,12 1,02 12,00 1,02 40 PHG 390-H- . . .
79 39,50 1 003,30 4,30 2,29 6,12 1,02 12,00 1,02 40 PHG 395-H- . . .
80 40,00 1 016,00 4,30 2,29 6,12 1,02 12,00 1,02 40 PHG 400-H- . . .

81 40,50 1 028,70 4,30 2,29 6,12 1,02 12,00 1,02 40 PHG 405-H- . . .
82 41,00 1 041,40 4,30 2,29 6,12 1,02 12,00 1,02 40 PHG 410-H- . . .
84 42,00 1 066,80 4,30 2,29 6,12 1,02 12,00 1,02 40 PHG 420-H- . . .
85 42,50 1 079,50 4,30 2,29 6,12 1,02 12,00 1,02 40 PHG 425-H-…
86 43,00 1 092,20 4,30 2,29 6,12 1,02 12,00 1,02 40 PHG 430-H- . . .
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Non-standard lengths may also be available .
To complete designation, add three digits for belt width in 1/100th of an inch; e .g . for a 1/4” width add 025 or for a 3/8” width add 037 .
Full sleeves are available, in various widths . Please contact your SKF Authorized Distributor .

Section Number of  
teeth

Dimensions Designation
Pitch length

h1 h2 A B p C a

– – in . mm ° –

H 89 44,50 1 130,30 4,30 2,29 6,12 1,02 12,00 1,02 40 PHG 445-H- . . .
90 45,00 1 143,00 4,30 2,29 6,12 1,02 12,00 1,02 40 PHG 450-H- . . .
91 45,50 1 155,70 4,30 2,29 6,12 1,02 12,00 1,02 40 PHG 455-H-…
92 46,00 1 168,40 4,30 2,29 6,12 1,02 12,00 1,02 40 PHG 460-H- . . .
93 46,50 1 181,10 4,30 2,29 6,12 1,02 12,00 1,02 40 PHG 465-H- . . .

96 48,00 1 219,20 4,30 2,29 6,12 1,02 12,70 1,02 40 PHG 480-H- . . .
97 48,50 1 231,90 4,30 2,29 6,12 1,02 12,70 1,02 40 PHG 485-H- . . .
98 49,00 1 244,60 4,30 2,29 6,12 1,02 12,70 1,02 40 PHG 490-H- . . .
100 50,00 1 270,00 4,30 2,29 6,12 1,02 12,70 1,02 40 PHG 500-H- . . .
102 51,00 1 295,40 4,30 2,29 6,12 1,02 12,70 1,02 40 PHG 510-H- . . .

103 51,50 1 308,10 4,30 2,29 6,12 1,02 12,70 1,02 40 PHG 515-H- . . .
104 52,00 1 320,80 4,30 2,29 6,12 1,02 12,70 1,02 40 PHG 520-H- . . .
105 52,50 1 333,50 4,30 2,29 6,12 1,02 12,70 1,02 40 PHG 525-H- . . .
106 53,00 1 346,20 4,30 2,29 6,12 1,02 12,70 1,02 40 PHG 530-H- . . .
107 53,50 1 358,90 4,30 2,29 6,12 1,02 12,70 1,02 40 PHG 535-H-…

108 54,00 1 371,60 4,30 2,29 6,12 1,02 12,70 1,02 40 PHG 540-H- . . .
110 55,00 1 397,00 4,30 2,29 6,12 1,02 12,70 1,02 40 PHG 550-H- . . .
111 55,50 1 409,70 4,30 2,29 6,12 1,02 12,70 1,02 40 PHG 555-H-…
112 56,00 1 422,40 4,30 2,29 6,12 1,02 12,70 1,02 40 PHG 560-H- . . .
113 56,50 1 435,10 4,30 2,29 6,12 1,02 12,70 1,02 40 PHG 565-H- . . .

114 57 1 447,8 4,3 2,29 6,12 1,02 12,7 1,02 40 PHG 570-H- . . .
116 58 1 473,2 4,3 2,29 6,12 1,02 12,7 1,02 40 PHG 580-H- . . .
117 58,5 1 485,9 4,3 2,29 6,12 1,02 12,7 1,02 40 PHG 585-H- . . .
118 59 1 498,6 4,3 2,29 6,12 1,02 12,7 1,02 40 PHG 590-H- . . .
120 60 1 524 4,3 2,29 6,12 1,02 12,7 1,02 40 PHG 600-H- . . .

121 60,5 1 536,7 4,3 2,29 6,12 1,02 12,7 1,02 40 PHG 605-H- . . .
122 61 1 549,4 4,3 2,29 6,12 1,02 12,7 1,02 40 PHG 610-H-…
125 62,5 1 587,5 4,3 2,29 6,12 1,02 12,7 1,02 40 PHG 625-H-…
126 63 1 600,2 4,3 2,29 6,12 1,02 12,7 1,02 40 PHG 630-H- . . .
128 64 1 625,6 4,3 2,29 6,12 1,02 12,7 1,02 40 PHG 640-H- . . .

130 65 1 651 4,3 2,29 6,12 1,02 12,7 1,02 40 PHG 650-H- . . .
132 66 1 676,4 4,3 2,29 6,12 1,02 12,7 1,02 40 PHG 660-H- . . .
134 67 1 701,8 4,3 2,29 6,12 1,02 12,7 1,02 40 PHG 670-H- . . .
136 68 1 727,2 4,3 2,29 6,12 1,02 12,7 1,02 40 PHG 680-H- . . .
138 69 1 752,6 4,3 2,29 6,12 1,02 12,7 1,02 40 PHG 690-H-…

139 69,5 1 765,3 4,3 2,29 6,12 1,02 12,7 1,02 40 PHG 695-H-…
140 70 1 778 4,3 2,29 6,12 1,02 12,7 1,02 40 PHG 700-H- . . .
142 71 1 803,4 4,3 2,29 6,12 1,02 12,7 1,02 40 PHG 710-H- . . .
144 72 1 828,8 4,3 2,29 6,12 1,02 12,7 1,02 40 PHG 720-H- . . .
145 72,5 1 841,5 4,3 2,29 6,12 1,02 12,7 1,02 40 PHG 725-H- . . .

146 73 1 854,2 4,3 2,29 6,12 1,02 12,7 1,02 40 PHG 730-H- . . .
148 74 1 879,6 4,3 2,29 6,12 1,02 12,7 1,02 40 PHG 740-H- . . .
150 75 1 905 4,3 2,29 6,12 1,02 12,7 1,02 40 PHG 750-H- . . .
154 77 1 955,8 4,3 2,29 6,12 1,02 12,7 1,02 40 PHG 770-H- . . .
155 77,5 1 968,5 4,3 2,29 6,12 1,02 12,7 1,02 40 PHG 775-H-…

157 78,5 1 993,9 4,3 2,29 6,12 1,02 12,7 1,02 40 PHG 785-H- . . .
160 80 2 032 4,3 2,29 6,12 1,02 12,7 1,02 40 PHG 800-H- . . .
162 81 2 057,4 4,3 2,29 6,12 1,02 12,7 1,02 40 PHG 810-H- . . .
164 82 2 082,8 4,3 2,29 6,12 1,02 12,7 1,02 40 PHG 820-H- . . .
166 83 2 108,2 4,3 2,29 6,12 1,02 12,7 1,02 40 PHG 830-H-…

168 84 2 133,6 4,3 2,29 6,12 1,02 12,7 1,02 40 PHG 840-H- . . .
170 85 2 159 4,3 2,29 6,12 1,02 12,7 1,02 40 PHG 850-H- . . .
172 86 2 184,4 4,3 2,29 6,12 1,02 12,7 1,02 40 PHG 860-H- . . .
176 88 2 235,2 4,3 2,29 6,12 1,02 12,7 1,02 40 PHG 880-H- . . .
179 89,5 2 273,3 4,3 2,29 6,12 1,02 12,7 1,02 40 PHG 895-H-…

180 90 2 286 4,3 2,29 6,12 1,02 12,7 1,02 40 PHG 900-H- . . .
184 92 2 336,8 4,3 2,29 6,12 1,02 12,7 1,02 40 PHG 920-H-…
186 93 2 362,2 4,3 2,29 6,12 1,02 12,7 1,02 40 PHG 930-H- . . .
190 95 2 413 4,3 2,29 6,12 1,02 12,7 1,02 40 PHG 950-H- . . .
192 96 2 438,4 4,3 2,29 6,12 1,02 12,7 1,02 40 PHG 960-H- . . .
196 98 2 489,2 4,3 2,29 6,12 1,02 12,7 1,02 40 PHG 980-H- . .
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SKF HiTD Belts
5M

Non-standard lengths may also be available .
To complete designation, add belt width in mm . 
Full sleeves are available, in various widths . Please contact your SKF Authorized Distributor .

Section Number 
of teeth 
per side

Dimensions Designation
Pitch length

h1 h2 p

– – mm –

Section Number 
of teeth 
per side

Dimensions Designation
Pitch length

h1 h2 p

– – mm –

5M 40 200 3,6 2,10 5,0 PHG 200-5M- . . .
42 210 3,6 2,10 5,0 PHG 210-5M- . . .
43 215 3,6 2,10 5,0 PHG 215-5M- . . .
45 225 3,6 2,10 5,0 PHG 225-5M- . . .
46 230 3,6 2,10 5,0 PHG 230-5M- . . .

47 235 3,6 2,10 5,0 PHG 235-5M- . . .
49 245 3,6 2,10 5,0 PHG 245-5M- . . .
50 250 3,6 2,10 5,0 PHG 250-5M- . . .
51 255 3,6 2,10 5,0 PHG 255-5M- . . .
52 260 3,6 2,10 5,0 PHG 260-5M- . . .

53 265 3,6 2,10 5,0 PHG 265-5M- . . .
54 270 3,6 2,10 5,0 PHG 270-5M- . . .
56 280 3,6 2,10 5,0 PHG 280-5M- . . .
57 285 3,6 2,10 5,0 PHG 285-5M- . . .
59 295 3,6 2,10 5,0 PHG 295-5M- . . .

60 300 3,6 2,10 5,0 PHG 300-5M- . . .
61 305 3,6 2,10 5,0 PHG 305-5M- . . .
62 310 3,6 2,10 5,0 PHG 310-5M- . . .
64 320 3,6 2,10 5,0 PHG 320-5M- . . .
65 325 3,6 2,10 5,0 PHG 325-5M- . . .

66 330 3,6 2,10 5,0 PHG 330-5M- . . .
68 340 3,6 2,10 5,0 PHG 340-5M- . . .
69 345 3,6 2,10 5,0 PHG 345-5M- . . .
70 350 3,6 2,10 5,0 PHG 350-5M- . . .
72 360 3,6 2,10 5,0 PHG 360-5M- . . .

73 365 3,6 2,10 5,0 PHG 365-5M- . . .
74 370 3,6 2,10 5,0 PHG 370-5M- . . .
75 375 3,6 2,10 5,0 PHG 375-5M- . . .
76 380 3,6 2,10 5,0 PHG 380-5M- . . .
77 385 3,6 2,10 5,0 PHG 385-5M- . . .

78 390 3,6 2,10 5,0 PHG 390-5M- . . .
79 395 3,6 2,10 5,0 PHG 395-5M- . . .
80 400 3,6 2,10 5,0 PHG 400-5M- . . .
80 400 3,6 2,10 5,0 PHG 405-5M- . . .
82 410 3,6 2,10 5,0 PHG 410-5M- . . .

84 420 3,6 2,10 5,0 PHG 420-5M- . . .
85 425 3,6 2,10 5,0 PHG 425-5M- . . .
86 430 3,6 2,10 5,0 PHG 430-5M- . . .
87 435 3,6 2,10 5,0 PHG 435-5M- . . .
88 440 3,6 2,10 5,0 PHG 440-5M- . . .

89 445 3,6 2,10 5,0 PHG 445-5M- . . .
90 450 3,6 2,10 5,0 PHG 450-5M- . . .
92 460 3,6 2,10 5,0 PHG 460-5M- . . .
93 465 3,6 2,10 5,0 PHG 465-5M- . . .
94 470 3,6 2,10 5,0 PHG 470-5M- . . .

95 475 3,6 2,10 5,0 PHG 475-5M- . . .
96 480 3,6 2,10 5,0 PHG 480-5M- . . .
98 490 3,6 2,10 5,0 PHG 490-5M- . . .
100 500 3,6 2,10 5,0 PHG 500-5M- . . .
101 505 3,6 2,10 5,0 PHG 505-5M- . . .

102 510 3,6 2,10 5,0 PHG 510-5M- . . .
104 520 3,6 2,10 5,0 PHG 520-5M- . . .
105 525 3,6 2,10 5,0 PHG 525-5M- . . .
106 530 3,6 2,10 5,0 PHG 530-5M- . . .
107 535 3,6 2,10 5,0 PHG 535-5M- . . .

108 540 3,6 2,10 5,0 PHG 540-5M- . . .
110 550 3,6 2,10 5,0 PHG 550-5M- . . .
112 560 3,6 2,10 5,0 PHG 560-5M- . . .
113 565 3,6 2,10 5,0 PHG 565-5M- . . .
114 570 3,6 2,10 5,0 PHG 570-5M- . . .

5M 115 575 3,6 2,10 5,0 PHG 575-5M- . . .
116 580 3,6 2,10 5,0 PHG 580-5M- . . .
117 585 3,6 2,10 5,0 PHG 585-5M- . . .
118 590 3,6 2,10 5,0 PHG 590-5M- . . .
120 600 3,6 2,10 5,0 PHG 600-5M- . . .

121 605 3,6 2,10 5,0 PHG 605-5M- . . .
122 610 3,6 2,10 5,0 PHG 610-5M- . . .
123 615 3,6 2,10 5,0 PHG 615-5M- . . .
124 620 3,6 2,10 5,0 PHG 620-5M- . . .
125 625 3,6 2,10 5,0 PHG 625-5M- . . .

126 630 3,6 2,10 5,0 PHG 630-5M- . . .
127 635 3,6 2,10 5,0 PHG 635-5M- . . .
128 640 3,6 2,10 5,0 PHG 640-5M- . . .
129 645 3,6 2,10 5,0 PHG 645-5M- . . .
130 650 3,6 2,10 5,0 PHG 650-5M- . . .

131 655 3,6 2,10 5,0 PHG 655-5M- . . .
133 665 3,6 2,10 5,0 PHG 665-5M- . . .
134 670 3,6 2,10 5,0 PHG 670-5M- . . .
135 675 3,6 2,10 5,0 PHG 675-5M- . . .
137 685 3,6 2,10 5,0 PHG 685-5M- . . .

138 690 3,6 2,10 5,0 PHG 690-5M- . . .
139 695 3,6 2,10 5,0 PHG 695-5M- . . .
140 700 3,6 2,10 5,0 PHG 700-5M- . . .
142 710 3,6 2,10 5,0 PHG 710-5M- . . .
142 710 3,6 2,10 5,0 PHG 715-5M- . . .

144 720 3,6 2,10 5,0 PHG 720-5M- . . .
145 725 3,6 2,10 5,0 PHG 725-5M- . . .
148 740 3,6 2,10 5,0 PHG 740-5M- . . .
149 745 3,6 2,10 5,0 PHG 745-5M- . . .
150 750 3,6 2,10 5,0 PHG 750-5M- . . .

151 755 3,6 2,10 5,0 PHG 755-5M- . . .
154 770 3,6 2,10 5,0 PHG 770-5M- . . .
155 775 3,6 2,10 5,0 PHG 775-5M- . . .
156 780 3,6 2,10 5,0 PHG 780-5M- . . .
158 790 3,6 2,10 5,0 PHG 790-5M- . . .

160 800 3,6 2,10 5,0 PHG 800-5M- . . .
162 810 3,6 2,10 5,0 PHG 810-5M- . . .
165 825 3,6 2,10 5,0 PHG 825-5M- . . .
166 830 3,6 2,10 5,0 PHG 830-5M- . . .
167 835 3,6 2,10 5,0 PHG 835-5M- . . .

170 850 3,6 2,10 5,0 PHG 850-5M- . . .
172 860 3,6 2,10 5,0 PHG 860-5M- . . .
174 870 3,6 2,10 5,0 PHG 870-5M- . . .
178 890 3,6 2,10 5,0 PHG 890-5M- . . .
180 900 3,6 2,10 5,0 PHG 900-5M- . . .

182 910 3,6 2,10 5,0 PHG 910-5M- . . .
184 920 3,6 2,10 5,0 PHG 920-5M- . . .
185 925 3,6 2,10 5,0 PHG 925-5M- . . .
187 935 3,6 2,10 5,0 PHG 935-5M- . . .
188 940 3,6 2,10 5,0 PHG 940-5M- . . .

190 950 3,6 2,10 5,0 PHG 950-5M- . . .
192 960 3,6 2,10 5,0 PHG 960-5M- . . .
193 965 3,6 2,10 5,0 PHG 965-5M- . . .
195 975 3,6 2,10 5,0 PHG 975-5M- . . .
196 980 3,6 2,10 5,0 PHG 980-5M- . . .

200 1 000 3,6 2,10 5,0 PHG 1000-5M- . . .
205 1 025 3,6 2,10 5,0 PHG 1025-5M- . . .
207 1 035 3,6 2,10 5,0 PHG 1035-5M- . . .
210 1 050 3,6 2,10 5,0 PHG 1050-5M- . . .
220 1 100 3,6 2,10 5,0 PHG 1100-5M- . . .
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Section Number 
of teeth 
per side

Dimensions Designation
Pitch length

h1 h2 p

– – mm –

Section Number 
of teeth 
per side

Dimensions Designation
Pitch length

h1 h2 p

– – mm –

5M 223 1 115 3,6 2,10 5,0 PHG 1115-5M- . . .
225 1 125 3,6 2,10 5,0 PHG 1125-5M- . . .
227 1 135 3,6 2,10 5,0 PHG 1135-5M- . . .
229 1 145 3,6 2,10 5,0 PHG 1145-5M- . . .
235 1 175 3,6 2,10 5,0 PHG 1175-5M- . . .

236 1 180 3,6 2,10 5,0 PHG 1180-5M- . . .
239 1 195 3,6 2,10 5,0 PHG 1195-5M- . . .
240 1 200 3,6 2,10 5,0 PHG 1200-5M- . . .
242 1 210 3,6 2,10 5,0 PHG 1210-5M- . . .
245 1 225 3,6 2,10 5,0 PHG 1225-5M- . . .

250 1 250 3,6 2,10 5,0 PHG 1250-5M- . . .
254 1 270 3,6 2,10 5,0 PHG 1270-5M- . . .
258 1 290 3,6 2,10 5,0 PHG 1290-5M- . . .
259 1 295 3,6 2,10 5,0 PHG 1295-5M- . . .
260 1 300 3,6 2,10 5,0 PHG 1300-5M- . . .

268 1 340 3,6 2,10 5,0 PHG 1340-5M- . . .
270 1 350 3,6 2,10 5,0 PHG 1350-5M- . . .
275 1 375 3,6 2,10 5,0 PHG 1375-5M- . . .
280 1 400 3,6 2,10 5,0 PHG 1400-5M- . . .
282 1 410 3,6 2,10 5,0 PHG 1410-5M- . . .

284 1 420 3,6 2,10 5,0 PHG 1420-5M- . . .
290 1 450 3,6 2,10 5,0 PHG 1450-5M- . . .
291 1 455 3,6 2,10 5,0 PHG 1455-5M- . . .
300 1 500 3,6 2,10 5,0 PHG 1500-5M- . . .
319 1 595 3,6 2,10 5,0 PHG 1595-5M- . . .

320 1 600 3,6 2,10 5,0 PHG 1600-5M- . . .
337 1 685 3,6 2,10 5,0 PHG 1685-5M- . . .
338 1 690 3,6 2,10 5,0 PHG 1690-5M- . . .
340 1 700 3,6 2,10 5,0 PHG 1700-5M- . . .
346 1 730 3,6 2,10 5,0 PHG 1730-5M- . . .

354 1 770 3,6 2,10 5,0 PHG 1770-5M- . . .
358 1 790 3,6 2,10 5,0 PHG 1790-5M- . . .
360 1 800 3,6 2,10 5,0 PHG 1800-5M- . . .
374 1 870 3,6 2,10 5,0 PHG 1870-5M- . . .
379 1 895 3,6 2,10 5,0 PHG 1895-5M- . . .

389 1 945 3,6 2,10 5,0 PHG 1945-5M- . . .
400 2 000 3,6 2,10 5,0 PHG 2000-5M- . . .
410 2 050 3,6 2,10 5,0 PHG 2050-5M- . . .
420 2 100 3,6 2,10 5,0 PHG 2100-5M- . . .
432 2 160 3,6 2,10 5,0 PHG 2160-5M- . . .

450 2 250 3,6 2,10 5,0 PHG 2250-5M- . . .
470 2 350 3,6 2,10 5,0 PHG 2350-5M- . . .
474 2 370 3,6 2,10 5,0 PHG 2370-5M- . . .
492 2 460 3,6 2,10 5,0 PHG 2460-5M- . . .
505 2 525 3,6 2,10 5,0 PHG 2525-5M- . . .

527 2 635 3,6 2,10 5,0 PHG 2635-5M- . . .
605 3 025 3,6 2,10 5,0 PHG 3025-5M- . . .
612 3 060 3,6 2,10 5,0 PHG 3060-5M- . . .
651 3 255 3,6 2,10 5,0 PHG 3255-5M- . . .
686 3 430 3,6 2,10 5,0 PHG 3430-5M- . . .

732 3 660 3,6 2,10 5,0 PHG 3660-5M- . . .
750 3 750 3,6 2,10 5,0 PHG 3750-5M- . . .
754 3 770 3,6 2,10 5,0 PHG 3770-5M- . . .
760 3 800 3,6 2,10 5,0 PHG 3800-5M- . . .
852 4 260 3,6 2,10 5,0 PHG 4260-5M- . . .

1 060 5 300 3,6 2,10 5,0 PHG 5300-5M- . . .
1 400 7 000 3,6 2,10 5,0 PHG 7000-5M- . . .

8M 23 184 5,6 3,88 8,0 PHG 184-8M- . . .
36 288 5,6 3,88 8,0 PHG 288-8M- . . .
40 320 5,6 3,88 8,0 PHG 320-8M- . . .
41 328 5,6 3,88 8,0 PHG 328-8M- . . .
42 336 5,6 3,88 8,0 PHG 336-8M- . . .

46 368 5,6 3,88 8,0 PHG 368-8M- . . .
47 376 5,6 3,88 8,0 PHG 376-8M- . . .
48 384 5,6 3,88 8,0 PHG 384-8M- . . .
50 400 5,6 3,88 8,0 PHG 400-8M- . . .
51 408 5,6 3,88 8,0 PHG 408-8M- . . .

8M 52 416 5,6 3,88 8,0 PHG 416-8M- . . .
53 424 5,6 3,88 8,0 PHG 424-8M- . . .
55 440 5,6 3,88 8,0 PHG 440-8M- . . .
56 448 5,6 3,88 8,0 PHG 448-8M- . . .
59 472 5,6 3,88 8,0 PHG 472-8M- . . .

60 480 5,6 3,88 8,0 PHG 480-8M- . . .
64 512 5,6 3,88 8,0 PHG 512-8M- . . .
65 520 5,6 3,88 8,0 PHG 520-8M- . . .
67 536 5,6 3,88 8,0 PHG 536-8M- . . .
68 544 5,6 3,88 8,0 PHG 544-8M- . . .

70 560 5,6 3,88 8,0 PHG 560-8M- . . .
71 568 5,6 3,88 8,0 PHG 568-8M- . . .
72 576 5,6 3,88 8,0 PHG 576-8M- . . .
73 584 5,6 3,88 8,0 PHG 584-8M- . . .
74 592 5,6 3,88 8,0 PHG 592-8M- . . .

75 600 5,6 3,88 8,0 PHG 600-8M- . . .
76 608 5,6 3,88 8,0 PHG 608-8M- . . .
78 624 5,6 3,88 8,0 PHG 624-8M- . . .
79 632 5,6 3,88 8,0 PHG 632-8M- . . .
80 640 5,6 3,88 8,0 PHG 640-8M- . . .

81 648 5,6 3,88 8,0 PHG 648-8M- . . .
82 656 5,6 3,88 8,0 PHG 656-8M- . . .
85 680 5,6 3,88 8,0 PHG 680-8M- . . .
86 688 5,6 3,88 8,0 PHG 688-8M- . . .
87 696 5,6 3,88 8,0 PHG 696-8M- . . .

89 712 5,6 3,88 8,0 PHG 712-8M- . . .
90 720 5,6 3,88 8,0 PHG 720-8M- . . .
91 728 5,6 3,88 8,0 PHG 728-8M- . . .
92 736 5,6 3,88 8,0 PHG 736-8M- . . .
95 760 5,6 3,88 8,0 PHG 760-8M- . . .

97 776 5,6 3,88 8,0 PHG 776-8M- . . .
98 784 5,6 3,88 8,0 PHG 784-8M- . . .
99 792 5,6 3,88 8,0 PHG 792-8M- . . .
100 800 5,6 3,88 8,0 PHG 800-8M- . . .
102 816 5,6 3,88 8,0 PHG 816-8M- . . .

103 824 5,6 3,88 8,0 PHG 824-8M- . . .
105 840 5,6 3,88 8,0 PHG 840-8M- . . .
106 848 5,6 3,88 8,0 PHG 848-8M- . . .
107 856 5,6 3,88 8,0 PHG 856-8M- . . .
108 864 5,6 3,88 8,0 PHG 864-8M- . . .

109 872 5,6 3,88 8,0 PHG 872-8M- . . .
110 880 5,6 3,88 8,0 PHG 880-8M- . . .
112 896 5,6 3,88 8,0 PHG 896-8M- . . .
114 912 5,6 3,88 8,0 PHG 912-8M- . . .
115 920 5,6 3,88 8,0 PHG 920-8M- . . .

116 928 5,6 3,88 8,0 PHG 928-8M- . . .
117 936 5,6 3,88 8,0 PHG 936-8M- . . .
118 944 5,6 3,88 8,0 PHG 944-8M- . . .
119 952 5,6 3,88 8,0 PHG 952-8M- . . .
120 960 5,6 3,88 8,0 PHG 960-8M- . . .

121 968 5,6 3,88 8,0 PHG 968-8M- . . .
122 976 5,6 3,88 8,0 PHG 976-8M- . . .
125 1 000 5,6 3,88 8,0 PHG 1000-8M- . . .
127 1 016 5,6 3,88 8,0 PHG 1016-8M- . . .
128 1 024 5,6 3,88 8,0 PHG 1024-8M- . . .

Non-standard lengths may also be available .
To complete designation, add belt width in mm . 
Full sleeves are available, in various widths . Please contact your SKF Authorized Distributor .

SKF HiTD Belts
5M  |  8M
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of teeth 
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8M 130 1 040 5,6 3,88 8,0 PHG 1040-8M- . . .
132 1 056 5,6 3,88 8,0 PHG 1056-8M- . . .
133 1 064 5,6 3,88 8,0 PHG 1064-8M- . . .
135 1 080 5,6 3,88 8,0 PHG 1080-8M- . . .
138 1 104 5,6 3,88 8,0 PHG 1104-8M- . . .

139 1 112 5,6 3,88 8,0 PHG 1112-8M- . . .
140 1 120 5,6 3,88 8,0 PHG 1120-8M- . . .
141 1 128 5,6 3,88 8,0 PHG 1128-8M- . . .
142 1 136 5,6 3,88 8,0 PHG 1136-8M- . . .
144 1 152 5,6 3,88 8,0 PHG 1152-8M- . . .

145 1 160 5,6 3,88 8,0 PHG 1160-8M- . . .
146 1 168 5,6 3,88 8,0 PHG 1168-8M- . . .
148 1 184 5,6 3,88 8,0 PHG 1184-8M- . . .
149 1 192 5,6 3,88 8,0 PHG 1192-8M- . . .
150 1 200 5,6 3,88 8,0 PHG 1200-8M- . . .

151 1 208 5,6 3,88 8,0 PHG 1208-8M- . . .
152 1 216 5,6 3,88 8,0 PHG 1216-8M- . . .
153 1 224 5,6 3,88 8,0 PHG 1224-8M- . . .
155 1 240 5,6 3,88 8,0 PHG 1240-8M- . . .
156 1 248 5,6 3,88 8,0 PHG 1248-8M- . . .

157 1 256 5,6 3,88 8,0 PHG 1256-8M- . . .
158 1 264 5,6 3,88 8,0 PHG 1264-8M- . . .
159 1 272 5,6 3,88 8,0 PHG 1272-8M- . . .
160 1 280 5,6 3,88 8,0 PHG 1280-8M- . . .
163 1 304 5,6 3,88 8,0 PHG 1304-8M- . . .

164 1 312 5,6 3,88 8,0 PHG 1312-8M- . . .
165 1 320 5,6 3,88 8,0 PHG 1320-8M- . . .
166 1 328 5,6 3,88 8,0 PHG 1328-8M- . . .
168 1 344 5,6 3,88 8,0 PHG 1344-8M- . . .
169 1 352 5,6 3,88 8,0 PHG 1352-8M- . . .

170 1 360 5,6 3,88 8,0 PHG 1360-8M- . . .
172 1 376 5,6 3,88 8,0 PHG 1376-8M- . . .
174 1 392 5,6 3,88 8,0 PHG 1392-8M- . . .
175 1 400 5,6 3,88 8,0 PHG 1400-8M- . . .
177 1 416 5,6 3,88 8,0 PHG 1416-8M- . . .

178 1 424 5,6 3,88 8,0 PHG 1424-8M- . . .
179 1 432 5,6 3,88 8,0 PHG 1432-8M- . . .
180 1 440 5,6 3,88 8,0 PHG 1440-8M- . . .
182 1 456 5,6 3,88 8,0 PHG 1456-8M- . . .
183 1 464 5,6 3,88 8,0 PHG 1464-8M- . . .

185 1 480 5,6 3,88 8,0 PHG 1480-8M- . . .
189 1 512 5,6 3,88 8,0 PHG 1512-8M- . . .
190 1 520 5,6 3,88 8,0 PHG 1520-8M- . . .
192 1 536 5,6 3,88 8,0 PHG 1536-8M- . . .
194 1 552 5,6 3,88 8,0 PHG 1552-8M- . . .

195 1 560 5,6 3,88 8,0 PHG 1560-8M- . . .
197 1 576 5,6 3,88 8,0 PHG 1576-8M- . . .
200 1 600 5,6 3,88 8,0 PHG 1600-8M- . . .
205 1 640 5,6 3,88 8,0 PHG 1640-8M- . . .
206 1 648 5,6 3,88 8,0 PHG 1648-8M- . . .

210 1 680 5,6 3,88 8,0 PHG 1680-8M- . . .
212 1 696 5,6 3,88 8,0 PHG 1696-8M- . . .
216 1 728 5,6 3,88 8,0 PHG 1728-8M- . . .
220 1 760 5,6 3,88 8,0 PHG 1760-8M- . . .
223 1 784 5,6 3,88 8,0 PHG 1784-8M- . . .

224 1 792 5,6 3,88 8,0 PHG 1792-8M- . . .
225 1 800 5,6 3,88 8,0 PHG 1800-8M- . . .
232 1 856 5,6 3,88 8,0 PHG 1856-8M- . . .
237 1 896 5,6 3,88 8,0 PHG 1896-8M- . . .
238 1 904 5,6 3,88 8,0 PHG 1904-8M- . . .

8M 240 1 920 5,6 3,88 8,0 PHG 1920-8M- . . .
242 1 936 5,6 3,88 8,0 PHG 1936-8M- . . .
244 1 952 5,6 3,88 8,0 PHG 1952-8M- . . .
250 2 000 5,6 3,88 8,0 PHG 2000-8M- . . .
260 2 080 5,6 3,88 8,0 PHG 2080-8M- . . .

262 2 096 5,6 3,88 8,0 PHG 2096-8M- . . .
263 2 104 5,6 3,88 8,0 PHG 2104-8M- . . .
267 2 136 5,6 3,88 8,0 PHG 2136-8M- . . .
270 2 160 5,6 3,88 8,0 PHG 2160-8M- . . .
276 2 208 5,6 3,88 8,0 PHG 2208-8M- . . .

280 2 240 5,6 3,88 8,0 PHG 2240-8M- . . .
281 2 248 5,6 3,88 8,0 PHG 2248-8M- . . .
288 2 304 5,6 3,88 8,0 PHG 2304-8M- . . .
291 2 328 5,6 3,88 8,0 PHG 2328-8M- . . .
299 2 392 5,6 3,88 8,0 PHG 2392-8M- . . .

300 2 400 5,6 3,88 8,0 PHG 2400-8M- . . .
313 2 504 5,6 3,88 8,0 PHG 2504-8M- . . .
323 2 584 5,6 3,88 8,0 PHG 2584-8M- . . .
325 2 600 5,6 3,88 8,0 PHG 2600-8M- . . .
332 2 656 5,6 3,88 8,0 PHG 2656-8M- . . .

342 2 736 5,6 3,88 8,0 PHG 2736-8M- . . .
350 2 800 5,6 3,88 8,0 PHG 2800-8M- . . .
381 3 048 5,6 3,88 8,0 PHG 3048-8M- . . .
390 3 120 5,6 3,88 8,0 PHG 3120-8M- . . .
396 3 168 5,6 3,88 8,0 PHG 3168-8M- . . .

400 3 200 5,6 3,88 8,0 PHG 3200-8M- . . .
410 3 280 5,6 3,88 8,0 PHG 3280-8M- . . .
425 3 400 5,6 3,88 8,0 PHG 3400-8M- . . .
450 3 600 5,6 3,88 8,0 PHG 3600-8M- . . .
465 3 720 5,6 3,88 8,0 PHG 3720-8M- . . .

478 3 824 5,6 3,88 8,0 PHG 3824-8M- . . .
483 3 864 5,6 3,88 8,0 PHG 3864-8M- . . .
500 4 000 5,6 3,88 8,0 PHG 4000-8M- . . .
525 4 200 5,6 3,88 8,0 PHG 4200-8M- . . .
550 4 400 5,6 3,88 8,0 PHG 4400-8M- . . .

640 5 120 5,6 3,88 8,0 PHG 5120-8M- . . .
700 5 600 5,6 3,88 8,0 PHG 5600-8M- . . .
745 5 960 5,6 3,88 8,0 PHG 5960-8M- . . .
825 6 600 5,6 3,88 8,0 PHG 6600-8M- . . .
860 6 880 5,6 3,88 8,0 PHG 6880-8M- . . .

14M 67 938 10,0 6,10 14,0 PHG 938-14M- . . .
69 966 10,0 6,10 14,0 PHG 966-14M- . . .
74 1 036 10,0 6,10 14,0 PHG 1036-14M- . . .
75 1 050 10,0 6,10 14,0 PHG 1050-14M- . . .
76 1 064 10,0 6,10 14,0 PHG 1064-14M- . . .

78 1 092 10,0 6,10 14,0 PHG 1092-14M- . . .
80 1 120 10,0 6,10 14,0 PHG 1120-14M- . . .
82 1 148 10,0 6,10 14,0 PHG 1148-14M- . . .
85 1 190 10,0 6,10 14,0 PHG 1190-14M- . . .
89 1 246 10,0 6,10 14,0 PHG 1246-14M- . . .

90 1 260 10,0 6,10 14,0 PHG 1260-14M- . . .
92 1 288 10,0 6,10 14,0 PHG 1288-14M- . . .
94 1 316 10,0 6,10 14,0 PHG 1316-14M- . . .
96 1 344 10,0 6,10 14,0 PHG 1344-14M- . . .
100 1 400 10,0 6,10 14,0 PHG 1400-14M- . . .

101 1 414 10,0 6,10 14,0 PHG 1414-14M- . . .
103 1 442 10,0 6,10 14,0 PHG 1442-14M- . . .
104 1 456 10,0 6,10 14,0 PHG 1456-14M- . . .
105 1 470 10,0 6,10 14,0 PHG 1470-14M- . . .
106 1 484 10,0 6,10 14,0 PHG 1484-14M- . . .

Non-standard lengths may also be available .
To complete designation, add belt width in mm . 
Full sleeves are available, in various widths . Please contact your SKF Authorized Distributor .

SKF HiTD Belts
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14M 108 1 512 10,0 6,10 14,0 PHG 1512-14M- . . .
110 1 540 10,0 6,10 14,0 PHG 1540-14M- . . .
112 1 568 10,0 6,10 14,0 PHG 1568-14M- . . .
115 1 610 10,0 6,10 14,0 PHG 1610-14M- . . .
118 1 652 10,0 6,10 14,0 PHG 1652-14M- . . .

125 1 750 10,0 6,10 14,0 PHG 1750-14M- . . .
126 1 764 10,0 6,10 14,0 PHG 1764-14M- . . .
127 1 778 10,0 6,10 14,0 PHG 1778-14M- . . .
128 1 792 10,0 6,10 14,0 PHG 1792-14M- . . .
128 1 792 10,0 6,10 14,0 PHG 1792-14M- . . .

129 1 806 10,0 6,10 14,0 PHG 1806-14M- . . .
130 1 820 10,0 6,10 14,0 PHG 1820-14M- . . .
135 1 890 10,0 6,10 14,0 PHG 1890-14M- . . .
138 1 932 10,0 6,10 14,0 PHG 1932-14M- . . .
139 1 946 10,0 6,10 14,0 PHG 1946-14M- . . .

140 1 960 10,0 6,10 14,0 PHG 1960-14M- . . .
143 2 002 10,0 6,10 14,0 PHG 2002-14M- . . .
150 2 100 10,0 6,10 14,0 PHG 2100-14M- . . .
160 2 240 10,0 6,10 14,0 PHG 2240-14M- . . .
165 2 310 10,0 6,10 14,0 PHG 2310-14M- . . .

175 2 450 10,0 6,10 14,0 PHG 2450-14M- . . .
175 2 450 10,0 6,10 14,0 PHG 2450-14M- . . .
185 2 590 10,0 6,10 14,0 PHG 2590-14M- . . .
190 2 660 10,0 6,10 14,0 PHG 2660-14M- . . .
200 2 800 10,0 6,10 14,0 PHG 2800-14M- . . .

222 3 108 10,0 6,10 14,0 PHG 3108-14M- . . .
225 3 150 10,0 6,10 14,0 PHG 3150-14M- . . .
236 3 304 10,0 6,10 14,0 PHG 3304-14M- . . .
240 3 360 10,0 6,10 14,0 PHG 3360-14M- . . .
250 3 500 10,0 6,10 14,0 PHG 3500-14M- . . .

262 3 668 10,0 6,10 14,0 PHG 3668-14M- . . .
275 3 850 10,0 6,10 14,0 PHG 3850-14M- . . .
309 4 326 10,0 6,10 14,0 PHG 4326-14M- . . .
324 4 536 10,0 6,10 14,0 PHG 4536-14M- . . .
327 4 578 10,0 6,10 14,0 PHG 4578-14M- . . .

340 4 760 10,0 6,10 14,0 PHG 4760-14M- . . .
354 4 956 10,0 6,10 14,0 PHG 4956-14M- . . .
360 5 040 10,0 6,10 14,0 PHG 5040-14M- . . .
380 5 320 10,0 6,10 14,0 PHG 5320-14M- . . .
410 5 740 10,0 6,10 14,0 PHG 5740-14M- . . .

424 5 936 10,0 6,10 14,0 PHG 5936-14M- . . .
440 6 160 10,0 6,10 14,0 PHG 6160-14M- . . .
490 6 860 10,0 6,10 14,0 PHG 6860-14M- . . .

Non-standard lengths may also be available .
To complete designation, add belt width in mm . 
Full sleeves are available, in various widths . Please contact your SKF Authorized Distributor .

SKF HiTD Belts
14M
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Storage of power 
transmission belts

Proper storage of industrial and automotive 
belts like V-belts and timing belts is impor-
tant for users and distributors as well as belt 
manufacturers . 

Stored under proper conditions, good 
quality belts will retain their material prop-
erties and work well in the application . In 
general, they need to be stored in a cold and 
dry environment with no direct sunlight .

Other important conditions are :

Use suitable containers, do not store •	
 directly on the floor .
Avoid areas where evaporating solvents •	
or other chemicals are present in the 
atmosphere .

V-belts
V-belts are normally stored in two different 
ways, flat on the side on shelves or hanging 
on pegs mounted on the wall . Storing belts, 
flat on shelves, is the best way but requires 
more storage space . 

If the second option is used, you need to 
make sure that the pegs are large enough to 
prevent the weight to cause deformation . 
Longer V-belts may be coiled in loops . 

Table 16 provides information regarding the 
recommended number of loops for each belt 
type and size . 

Banded belts
Similar to other belt types, banded belts are 
best stored flat on shelves . However, if they 
are stored on large pegs on the wall, pre cau-
tions should be taken to avoid de form ation .

Further, these belts are normally shipped 
in a "nested" configuration . It is recommend-
ed that the belts be stored in this manner as 
well . Nests are formed by laying a belt on its 
side on a flat surface and placing as many 
belts inside the first belt as possible without 
undue force . 

When the nests are tight and stacked with 
each rotated 180° from the one below, they 
may be stacked without damage . Belts of 
this type over approximately 120 inches may 
be “rolled up” and tied for shipment . These 
rolls may be stacked for easy storage . Care 
should be taken to avoid a small bend radius 
which could damage the belts .

Timing belts
Sharp bends and crimping as well as excess 
weight on the belts should be avoided . 
For belts up to 3 000 mm length, SKF rec-
ommends storing them flat on shelves if 
possible in a “nested” configuration .

Storing conditions
The belts, material properties, shape and 
qual ity should remain unchanged for 7 years 
if they are stored according to the rec om-
men da tions above, together with the follow-
ing limitations for temperature and hu mid i ty .

Temperature should not be higher than •	
30 °C .
Relative humidity should be below 70% .•	

Temperatures above 30 °C will reduce the 
expected shelf life according to the following 
guideline .

Every increase of 8 °C will reduce the •	
shelf life by half .

Storage temperatures above 46 °C are not 
allowed at all . An increase in humidity will 
not cause serious material damage but 
could lead to higher initial stretch of the belt 
on the drive .Table 16

Maximum number of coilings of V-belts

Section Belt length Number of coils Number of loops
76,2 101,6

– mm – –

Z, ZX, A, AX, B, BX, 3V, 3V-XP, 3VX, SPZ, SPZ-XP,  
SPA, SPA-XP

< 1 500 0 1
1 500–3 000 1 3
3 000–4 500 2 5
> 4 500 3 7

C, CX, SPB, SPB-XP, XPB, 5V, 5V-XP, 5VX < 1 800 0 1
1 800–3 500 1 3
3 500–6 000 2 5
> 6 000 3 7

SPC, SPC-XP, XPC < 3 000 0 1
3 000–6 000 1 3
6 000–8 500 2 5
> 8 500 3 7

D, 8V, 8V-XP < 4 300 0 1
4 300–7 000 1 3
7 000–10 000 2 5
> 10 000 3 7
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Belt drive calculation 
program

Using your data, the program will select the 
most efficient and economical solution for 
your application . At the end of your calcula-
tion, you are able to print and save a com-
plete report for your documentation . The 
calculation tool can be found at 
www .skfptp .com, under belt drives .

Design optimization

Step 1. Choose multiple or single solution calculations to start the 
program. The calculation based on single solutions is mainly used to 
check existing belt drives. For multiple solutions, you can either select 
belts by yourself or the program will give you a list of possible belt types.

Based on your input, the system will provide a list of recommended 
solutions for your application.

The program will provide a full report about your selection that you can 
print and save as documentation.

Step 2. Fill in basic application data, such as:
Power and drive conditions•	
Speeds and maximum pulley diameters•	
Shaft diameters (if known)•	
Centre distance•	
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